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L1.0



BARN

STUDENT HOUSING

RELOCATE ARBORVITAE TO
NEIGHBORING PROPERTY UNDER
SUPERVISION OF PROPERTY
OWNER, BOWDOIN COLLEGE, AND LA

EXISTING PARKING LOT LIGHT TO REMAIN,
CURRENT LIGHT TO ME MODIFIED TO LED
LAMP, VERIFY WITH COLLEGECLEAR AND GRUB,

TOPSOIL TO BE STRIPPED AND
STORED FOR REUSE

CLEAR AND GRUB,
TOPSOIL TO BE STRIPPED AND
STORED FOR REUSE

CLEAR AND GRUB,
TOPSOIL TO REMAIN

CLEAR AND GRUB,
TOPSOIL TO BE STRIPPED AND

STORED FOR REUSE

BITUMINOUS CONCRETE OR
CONCRETE PAVING TO BE

REMOVED

BITUMINOUS CONCRETE OR
CONCRETE PAVING TO BE
REMOVED

BITUMINOUS CONCRETE OR
CONCRETE PAVING TO BE
REMOVED

EXISTING PLANTS TO BE
EVALUATED BY LA AND OWNER
IN FIELD AND TAGGED FOR
REMOVAL OR PRESERVATION

EXISTING PLANTS TO BE
EVALUATED BY LA AND OWNER

IN FIELD AND TAGGED FOR
REMOVAL OR PRESERVATION

EXISTING FENCE TO BE
RELOCATED

COLLEGE ARBORIST TO
EVALUATE HEALTH OF

EXISTING LARGE
CANOPY TREES, TYP.

STRIP AND REPAINT BOLLARDS
BLACK, ADD REFLECTIVE TAPE PER
INSTRUCTIONS FROM BOWDOIN

STRIP AND REPAINT BOLLARDS
BLACK, ADD REFLECTIVE TAPE PER

INSTRUCTIONS FROM BOWDOIN

SAWCUT EXISTING PAVEMENT

SAWCUT EXISTING PAVEMENT
SAWCUT

EXISTING
PAVEMENT

CLEAR AND GRUB,
TOPSOIL TO REMAIN

CLEAR AND GRUB,
TOPSOIL TO REMAIN

CLEAR AND GRUB,
TOPSOIL TO BE STRIPPED AND
STORED FOR REUSE

CLEAR AND GRUB,
TOPSOIL TO BE STRIPPED AND

STORED FOR REUSE

CLEAR AND GRUB
TOPSOIL TO BE STRIPPED AND
STORED FOR REUSE

BITUMINOUS CONCRETE OR
CONCRETE PAVING TO BE
REMOVED

SAW CUT EXISTING PAVEMENT

DEMOLITION LEGEND
SYM DESCRIPTION

LIMIT OF WORK
LOW

TREE PROTECTION FENCE

X TREE TO BE REMOVED

EXISTING PLANTS TO BE
EVALUATED BY LA AND OWNER IN
FIELD AND TAGGED FOR REMOVAL
OR PRESERVATION

CLEAR AND GRUB, TOPSOIL TO
REMAIN
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L1.1

DEMOLITION NOTES

1. Call DIGSAFE (1-888-344-7233) to locate existing utilities prior to any
excavation. Bowdoin College will locate private utilities with a minimum of
2 days notice, not including weekends.  Protect existing utilities to remain
throughout the construction process, and repair any damage done to these
at no cost to the Owner. See Civil drawings for more information.

2. The limit of work line will be established with   fencing as per spec.
Fencing is to be kept in good repair throughout the construction process.

3. Existing paths on site to remain open and accessible. Do not block or
impede with construction activities. Reroute as required.

4. Strip topsoil from construction access areas. Stockpile offsite for reuse.
Add 6" gravel to stabilize parking and drive surfaces.

5. Protect existing trees to remain throughout the construction process. No
digging within 15 feet of the trunk of a tree without review of Bowdoin
College Grounds Dept. Root prune any roots exposed from digging. No
cutting of any support roots more than 3 inches in diameter without review
by the Bowdoin College Grounds Dept. Any tree roots exposed from
digging more than 6 hours shall be covered in burlap and kept wet.  No
vehicular equipment or material storage allowed under dripline of existing
trees.  See specifications for additional tree protection requirements.

6.   See civil plans for utility information and silt fence.

7.   See additional information for tree,conservation
      and removal plan page L0.0

8.   Existing lights to be removed and given to owner

9.   Existing granite curb to be removed and stockpiled
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L2.0

MATERIALS NOTES

1. Make transitions between changes in paving smooth
and gradual with no sharp or abrupt changes unless
otherwise shown.

2. Refer to landscape specifications for additional
requirements.

LAYOUT NOTES

1. Locate, protect, and maintain bench marks, monuments, control
points, and project engineering reference points. Re-establish
disturbed or destroyed items at Contractor's expense.

2. Examine the areas and conditions under which site work is
performed.  Report any discrepancies with the plan to the
Landscape Architect.  Do not proceed with the work until
unsatisfactory conditions are corrected.

3. Report discrepancies in drawings or specifications to the
Landscape Architect for clarifications and adjustments before
commencing work.  Any deviations or changes from these
drawings without written acceptance of the Landscape Architect
shall obsolve the Landscape Architect of any and all responsibility
of said deviation and change.

4. Written dimensions take precedence over scaled dimensions.

5. Dimensions indicated on plans are for horizontal control and are
accurate if measured on a level line.  Measure horizontal control
dimensions on a level line, not parallel with ground slope.

6. All dimensions taken from vertical surfaces, i.e. curbs & walls, are
understood to be measured from the face of the vertical element
unless otherwise specified.

7. All angles assumed to be 90° unless otherwise specified.
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AMELANCHIER ARBOREA

HAMAMELIS X INTERMEDIA 'ARNOLD PROMISE' 8 5'-6' HEIGHT PER PLAN B+B

AA

HI

8 3" CAL PER PLAN B+B, SINGLE TRUNK

QUANTITY SIZE SPACING NOTES

ACER GINNALA 6 3" CAL PER PLAN B+BAG

SHRUBS

ACER RUBRUM 'AUTUMN BLAZE' 1 3.5" CAL PER PLAN B+BAR

LATIN NAMESYMBOL COMMON NAME

SERVICE BERRY

WITCH HAZEL

AMUR MAPLE

RED MAPLE

TAXUS X MEDIA 'EVERLOW' 14 1 GAL 24" OC B+BEVERLOW YEW

LAWN

7600 SFBLACK BEAUTY SEED MIXLAWN

SYRINGASY 9 3'-4' HEIGHT PER PLAN B+BLILAC

ILEX VERTICILLATA 'RED SPRITE'IV 21 5 GAL B+BWINTERBERRY

PERENNIALS

DP 830 SF SODHAY SCENTED FERN

TM

EXISTING MEADOWMEADOW MOW IN FALL

ILEX GLABRAIG 28 5 GAL B+BINKBERRY

30" OC, OR PLANTS
TOUCHING
30" OC, OR PLANTS
TOUCHING

DENNSTAEDTIA PUNCTILOBULA

L3.0

PLANTING & SOIL PREPARATION NOTES

TYPE A: TREE PLANTING AREA

EXCAVATE TO ENTIRE AREA TO 24" MINUS FG. IMMEDIATELY PRIOR TO PLACING PLANTING SOILS THE
ENTIRE SUBGRADE AREA SHALL BE LOOSENED TO A MINIMUM OF 12" UTILIZING THE TEETH OF A BACKHOE
OR OTHER SUITABLE EQUIPMENT. COMPACT THE SCARIFIED SUBBASE TO 86-88% COMPACTION. SPREAD
ENRICHED SUBSOIL (AS SPECIFIED BELOW) IN NO GREATER THAN 8" LIFT AND COMPACT TO 82-85% MAX
DRY DENSITY. THE SURFACE AREA OF EACH LIFT SHALL BE SCARIFIED BY RAKING PRIOR TO NEXT LIFT.
SPREAD PLANTING MEDIUM (AS SPECIFIED BELOW) WITH WIDE TRACK BULLDOZER SIZE D-5 OR SMALLER OR
IT MAY BE DUMPED AND SPREAD WITH A BUCKET OF A BACKHOE OR EQUIVALENT. THE CENTRAL PORTION
OF THE PIT SHALL BE COMPRESSED ADEQUATELY TO SUPPORT THE ROOTBALL AND PREVENT SETTLING.

AMENDED SOIL:  18" DEEP PLANTING MEDIUM
18" DEEP HORTICULTURAL SUBSOIL

TYPE B: SHRUB PLANTING AREA

EXCAVATE TO ENTIRE AREA TO 18" MINUS FG. IMMEDIATELY PRIOR TO PLACING PLANTING SOILS THE
ENTIRE SUBGRADE AREA SHALL BE LOOSENED TO A MINIMUM OF 12" UTILIZING THE TEETH OF A BACKHOE
OR OTHER SUITABLE EQUIPMENT. COMPACT THE SCARIFIED SUBBASE TO 86-88% COMPACTION. SPREAD
ENRICHED SUBSOIL (AS SPECIFIED BELOW) IN NO GREATER THAN 8" LIFT AND COMPACT TO 82-85% MAX
DRY DENSITY. THE SURFACE AREA OF EACH LIFT SHALL BE SCARIFIED BY RAKING PRIOR TO NEXT LIFT.
SPREAD PLANTING MEDIUM (AS SPECIFIED BELOW) WITH WIDE TRACK BULLDOZER SIZE D-5 OR SMALLER OR
IT MAY BE DUMPED AND SPREAD WITH A BUCKET OF A BACKHOE OR EQUIVALENT. THE CENTRAL PORTION
OF THE PIT SHALL BE COMPRESSED ADEQUATELY TO SUPPORT THE ROOTBALL AND PREVENT SETTLING.

AMENDED SOIL:  18" DEEP PLANTING MEDIUM
6"   DEEP HORTICULTURAL SUBSOIL

SPECIFICATIONS FOR SOIL BY LA. FOR PRICING, ASSUME 1.5 PARTS LOAM, 2 PARTS SAND, 1 PART
WELL-AGED COMPOST (NON-MANURE BASE)

TYPE C: GROUNDCOVER

EXCAVATE ENTIRE AREA TO 10" MINUS FG. IMMEDIATELY PRIOR TO PLACING PLANTING SOILS THE ENTIRE
SUBGRADE AREA SHALL BE LOOSENED TO A MINIMUM OF 12" UTILIZING THE TEETH OF A BACKHOE OR
OTHER SUITABLE EQUIPMENT. COMPACT THE SCARIFIED SUBBASE TO 86-88% COMPACTION. SPREAD
ENRICHED SUBSOIL (AS SPECIFIED BELOW) IN NO GREATER THAN 8" LIFT AND COMPACT TO 82-85% MAX
DRY DENSITY. THE SURFACE AREA OF EACH LIFT SHALL BE SCARIFIED BY RAKING PRIOR TO NEXT LIFT.
SPREAD PLANTING MEDIUM (AS SPECIFIED BELOW) WITH WIDE TRACK BULLDOZER SIZE D-5 OR SMALLER OR
IT MAY BE DUMPED AND SPREAD WITH A BUCKET OF A BACKHOE OR EQUIVALENT. THE CENTRAL PORTION
OF THE PIT SHALL BE COMPRESSED ADEQUATELY TO SUPPORT THE ROOTBALL AND PREVENT SETTLING.

AMENDED SOIL:  10" DEEP PLANTING MEDIUM
SPECIFICATIONS FOR SOIL BY LA. FOR PRICING, ASSUME 1.5 PARTS LOAM, 2 PARTS SAND, 1 PART
WELL-AGED COMPOST (NON-MANURE BASE)

PLANTING & SOIL PREPARATION NOTES CONT'D

TYPE D: LAWN AREA

EXCAVATE TO ENTIRE AREA TO 6" MINUS FG. IMMEDIATELY PRIOR TO PLACING PLANTING SOILS THE ENTIRE
SUBGRADE AREA SHALL BE LOOSENED TO A MINIMUM OF 12" UTILIZING THE TEETH OF A BACKHOE OR OTHER
SUITABLE EQUIPMENT. COMPACT THE SCARIFIED SUBBASE TO 86-88% COMPACTION.
PLANTING MEDIUM (AS SPECIFIED BELOW) WITH WIDE TRACK BULLDOZER SIZE D-5 OR SMALLER COMPRESS
WITH A MINIMUM OF TWO PASSES TO A DENSITY OF 86-88% MAX DRY DENSITY. NO VIBRATORY COMPACTION
OF SUBGRADE OR PLANTING MEDIUM SHALL TAKE PALCE. NO RUBBER TIRED EQUIPMENT OR HEAVY
EQUIPMENT EXCEPT SMALL BULLDOZER SHALL PASS OVER SOILS AFTER THEY HAVE BEEN LOOSENED OR
PLANTING MEDIUM IS SPREAD.

AMENDED SOIL:  6" DEEP PLANTING MEDIUM

NOTE: PLACE AND SPREAD PLANTING MIXTURE TO A DEPTH GREATER THAN REQUIRED TO ACCOUNT FOR
SETTLING.
REMOVE STIFF CLODS, LUMPS, BRUSH, ROOTS, STUMPS, LITTER, AND OTHER FOREIGN MATERIAL AND STONES
GREATER THAN 1" DIAMETER

SPECIFICATIONS FOR SOIL BY LA. FOR PRICING, ASSUME 1 PART LOAM, 1 PART SAND, 1 PART WELL-AGED
COMPOST (NON-MANURE BASE)

NOTE: CONTRACTOR TO UTILIZE EXISTING ON SITE STOCKPILED SOIL TO THE FULLEST EXTENT. SUBMIT
SAMPLES FOR STANDARD SOIL TEST WITH ORGANIC CONTENT TO UMASS OR EQUIV. TESTING AGENCY FOR
EACH TYPE OF PLANTING. AMEND WITH AGED LEAF COMPOST AS REQUIRED TO BALANCE ORGANIC CONTENT.

MULCH:

JOLLY GARDENER DARK BARK MULCH

APPROVED COMPOST AND SOIL SUPPLIERS:

COUNTRY FARE

1549 AUGUSTA RD

BOWDOIN, ME 04287

207 666 5603

Coast of Maine Organic Products

145 NEWBURY ST

PORTLAND, ME 04101

800 345 9315

ADDITIONAL PLANTING NOTES:

1. PLANTING CONTRACTOR SHALL VISIT SITE PRIOR TO SUBMITTING BID TO BECOME COMPLETELY FAMILIAR WITH SITE
CONDITIONS.

2. NO PLANTING WILL BE INSTALLED UNTIL ALL GRADING AND CONSTRUCTION HAS BEEN COMPLETED IN IMMEDIATE AREA.

3. CONTRACTOR TO VERIFY ALL UTILITIES ON PROPERTY AND TO PROTECT ALL UTILITIES DURING EXCAVATION FOR PLANTS.

4. IF THERE IS A DISCREPANCY BETWEEN THE NUMBER OF PLANTS SHOWN ON THE PLAN AND THE NUMBER OF PLANTS SHOWN IN
PLANT LIST, THE NUMBER OF PLANTS SHOWN ON PLAN WILL TAKE PRECEDENCE.

5. ALL CONTAINER MATERIAL TO BE GROWN IN CONTAINER A MINIMUM OF 6 MONTHS.

6. ALL MATERIAL SHALL COMPLY WITH THE LATEST EDITION OF THE AMERICAN STANDARD FOR NURSERY STOCK, AMERICAN
ASSOCIATION OF NURSERYMAN.

7. CONTRACTOR SHALL REPAIR ALL DAMAGE TO PROPERTY FROM PLANTING OPERATIONS AT NO COST TO THE OWNER.

8. CONTRACTOR SHALL GUARANTEE NEW PLANT MATERIAL THROUGH ONE CALENDAR YEAR FROM TIME OF PROVISIONAL
ACCEPTANCE.

9. THE LANDSCAPE ARCHITECT WILL TAG ALL PLANTS AT THE NURSERY AND INSPECT THEM AFTER DELIVERY TO THE SITE.  ALL
PLANT MATERIALS SHALL BE INSPECTED BY THE LANDSCAPE ARCHITECT ON SITE PRIOR TO INSTALLATION.

10. ALL PROPOSED PLANTS SHALL BE LOCATED CAREFULLY AS SHOWN ON THE PLANS AND THE PLACEMENTS SHALL BE APPROVED
BY LANDSCAPE ARCHITECT BEFORE THE PLANTS ARE INSTALLED.

11. SPACING OF PLANTS IS TO BE BASED ON MEASUREMENTS TAKEN PARALLEL TO THE GROUND PLANE.

12. ALL DISTURBED AREAS NOT TO BE PAVED OR PLANTED SHALL BE LOAMED AND SEEDED AS SHOWN.  SEE SPECIFICATIONS FOR
SEED MIX.

13. STAKING AND GUYING SHALL BE DETERMINED BY THE LANDSCAPE ARCHITECT ON A TREE BY TREE BASIS.  FOR PRICING
PURPOSES, PROVIDE A PER TREE UNIT COST FOR STAKING AND GUYING.  IF STAKING AND GUYING IS REQUIRED, REMOVE TREE
WRAP, STAKES, AND GUY WIRES AT END OF FIRST GROWING SEASON.

14. FOR TREE PLANTING IN LAWN AREAS, ANY DISTURBED LAWN SHALL BE LOAMED AND SEEDED AS NECESSARY.

15. GRASS SEED SHALL BE APPLIED AT THE RECOMMENDED RATE THEN RAKED IN. ADDITIONAL SEEDING AT THE RECOMMENDED
RATE WILL BE HYDRO SEEDED. DEPENDING ON CONDITIONS, STRAW COVER MAY BE REQUIRED.

16. LANDSCAPE ARCHITECT TO FLAG TREES TO BE PROTECTED ON SITE.

16.  IRRIGATION TO BE PROVIDED BY FACILITIES MANAGEMENT.

17.  PLANTING OUTSIDE SCOPE BY OWNER.
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BLACK RUBBER HOSE SLEEVES
TO PROTECT TRUNK.

LOCATE HOSES/GUYWIRES
AT BRANCH NODE.

12 GAUGE GALVANIZED WIRE W/
TURNBUCKLE OR TWISTED TO
TIGHTEN STAKES/WIRES.

3 2"X4"X10' STAKES STAINED
DARK BROWN, NOTCHED TO
HOLD WIRE. DRIVE 12" MIN.
INTO UNDISTURBED GRADE
OUTSIDE ROOTBALL.

SET CROWN OF TREE 1-2"
ABOVE SURROUNDING GRADE.

REMOVE BURLAP/ROPE/WIRE
FROM TOP 1/3 OF ROOTBALL.
REMOVE ALL NON-BIODEGRADABLE
ROPES/FABRICS.

2-3" DEEP LOAM WATERING
BERM AT EDGE OF ROOTBALL.
REMOVE AFTER 1 YEAR.

2-4" COMPOSTED PINE BARK
MULCH OVER ENTIRE PIT.

PLANTING PIT DIAMETER 3X
ROOT BALL DIAMETER AT POOR
SOIL SITES. OTHERWISE 2X
AT DIRECTION OF
LANDSCAPE ARCHITECT.

PRE-MIXED PLANTING SOIL
BACKFILL, LIGHTLY COMPACTED.

EXCAVATE PIT 8-12" DEEPER
THAN ROOTBALL FOR DRAINAGE.

UNDISTURBED GRADE OR
COMPACTED FILL BELOW BALL
TO PREVENT SETTLING.

PRE-MIXED HORTICULTURAL
SUB-SOIL

LAWN PLANTING SOIL TO MATCH
ADJACENT CONDITION,
DEPTH VARIES

2"

SOIL FINISHED GRADE ±1"
BELOW CROWN OF SHRUBS.

2" DEPTH COMPOSTED MULCH,
KEEP CLEAR OF STEMS.

REMOVE ROPES, WIRES,
NON-BIODEGRADABLE
MATERIALS FROM ROOTBALLS,
CUT BACK TOP THIRD OF
BURLAP, LOOSEN ROOT BOUND
ROOTBALLS OF CONTAINER
GROWN SHRUBS.

PREPARED SUBGRADE

2"

2" DEPTH COMPOSTED MULCH,
KEEP CLEAR OF STEMS.

PREPARED SUBGRADE

REMOVE CONTAINERS & LOOSEN
TIGHT ROOT-BALLS. PLANT CROWN
TO BE ± 1/2" ABOVE FINISHED SOIL
GRADE.

PLANTING SOIL,
SEE L5.0 PLANTING PLAN

1'
-0

"

FACE OF BUILDING OR EDGE OF PAVEMENT,
WHERE APPLICABLE

NOTE 1: REFER TO PLANT LIST
FOR SPACING DIMENSION.

1
2" Ø BLACK RUBBER HOSE TO PROTECT BARK

LOCATE HOSES @ FIRST BRANCH

12 GAUGE GALV WIRE W/TURNBUCKLE, OR TWISTED
TO TIGHTEN IF STAKED

(3) 3"x3"x6' STAKES STAINED DARK BROWN, NOTCHED
TO HOLD WIRE,  DRIVE 12" MIN INTO UNDISTURBED
GRADE OUTSIDE ROOTBALL

SET CROWN OF TREE 1" - 2" ABOVE FINISHED SOIL
GRADE

REMOVE BURLAP/ROP/WIRE FROM TOP 1
3 OF

ROOTBALL,  REMOVE ALL NON-BIODEGRADABLE
ROPES/FABRICS

2" - 3" DEEP LOAM WATERING BERM @ EDGE OF
ROOTBALL,  REMOVE AFTER ONE YEAR

2" - 4" COMPOSTED PINE BARK MULCH OVER FULL
TREE PIT,  HOLD BACK FROM TRUNK @ 6" PERIMETER

PLANTING PIT Ø 3x ROOTBALL

EXCAVATE PIT 8" - 12" DEEPER THAN ROOTBALL FOR
DRAINAGE

UNDISTURBED GRADE OR COMPACTED FILL BELOW
BALL TO PREVENT SETTLING

STAKE TREES UP TO 4" CAL, GUY
WIRE TREES GREATER THAN 4" CAL,
AS DIRECTED BY LAND ARCH

ROOTBALL DIAMETER

3x ROOTBALL DIAMETER
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FOR ROOTBALLS WITH DEPTH GREATER THAN 24",
EXTEND HORTICULTURAL SUBSOIL TO BOTTOM OF
PLANTING PIT AS SHOWN

FG

HIGH USE
LAWN SOIL

UNDISTURBED
SUBGRADE OR
COMPACTED
HORTICULTURAL
SUBSOIL

6"

UNDISTURBED
SUBGRADE

PLANTING BED SOIL

HORTICULTURAL
SUBSOIL

1'
-6

"
6"

FG

UNDISTURBED
SUBGRADE

PLANTING BED SOIL

HORTICULTURAL
SUBSOIL

1'
-6

"
1'

-6
"

FG

FG

1'
-0

"

UNDISTURBED
SUBGRADE

FIBER STABILIZED HIGH USE
TURF SOIL, REFER TO SPEC.

BOWDOIN CAMPUS
STANDARD TURF

HIGH USE TURF SOIL OR "SAND
BASED ROOT ZONE" DEPENDING
ON CONDITION OF SUBGRADE,
REFER TO SPEC.

L3.1

TRIANGULATION
NTSX

PERENNIAL & GROUNDCOVER PLANTING BED
NTSX

SHRUB PLANTING BED
NTSX

EVERGREEN TREE PLANTNG
NTSX

DECIDUOUS TREE PLANTNG
NTSX

HIGH USE LAWN SOIL PROFILE
NTSX

SHRUB AND PERENNIAL SOIL PROFILE
NTSX

TREE PLANTING SOIL PROFILE
NTSX

STRUCTURAL SOIL PROFILE
NTSX








