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85 Union Street 

Brunswick, ME 04011 
 

 
 

 
 

 

This agenda is mailed to owners of property within 200 feet of proposed development sites. In cases where 
Committee action is pending this agenda serves as notice of same. In cases where the Committee's role is to advise 
the Planning Board, this agenda is mailed as a courtesy along with notice of the Planning Board meeting.  The Staff 
Review Committee meeting is open to the public. All are invited to attend and participate.   For further information 
call the Brunswick Department of Planning and Development (725-6660).         

 

STAFF REVIEW COMMITTEE AGENDA 
BRUNSWICK TOWN HALL 

85 UNION STREET  
Friday, August 7, 2020, 10:00 A.M.   

 
 
 
 
 
 
 
 
 
 

 
 
 

1. Case #20-027 Maine Blue Shellfish, INC: The Staff Review Committee will review and take action on a 
Minor Development Review Sketch/Final Plan application submitted by Burnham and Lobozzo Builders 
LLC on behalf of Maine Blue Shellfish, INC to build a 1,900 square foot shellfish storage and distribution 
facility. The subject lot (Map 42, Lot 7) is within the GM4 (Growth Mixed-Use 4) Zoning District. 

 
2. Other Business 

 
3. Adjourn  

THIS MEETING IS BEING CONDUCTED VIA ELECTRONIC DEVICES WITH STAFF REVIEW COMMITTEE MEMBERS 
PARTICIPATING FROM REMOTE LOCATIONS. 

 
THERE IS NO OPPORTUNITY FOR THE PUBLIC TO VIEW THIS MEETING IN PERSON. 

 
THE PUBLIC MAY PROVIDE COMMENT VIA EMAIL (mpanfil@brunswickme.org) PRIOR TO THE MEETING OR THEY 

MAY PROVIDE LIVE COMMENT VIA ZOOM VIDEO CONFERENCING AT:  
https://us02web.zoom.us/j/85398545601?pwd=U29OY2xIOENXQ1J6L2p6UG1vRllOdz09 

 
OR VIA TELEPHONE AT: +1 (929) 205 6099; MEETING ID:  853 9854 5601; PASSWORD: 251852 

 

mailto:mpanfil@brunswickme.org
https://us02web.zoom.us/j/85398545601?pwd=U29OY2xIOENXQ1J6L2p6UG1vRllOdz09












 

CHAPTER 4 – PROPERTY DEVELOPMENT STANDARDS 
 
Section 1- Applicability of Property Development Standards 

The proposed project is in the GR 4 Zone.  The project includes the construction of a nearly 2,000 
square foot warehouse and the associated site improvements.  The warehouse will be used for the 
storage and distribution of shellfish, similar to the direct abutter.  There is no residential use associated 
with this project. 
 
Section 2- Dimensional and Density Standards 

The lot is 100 feet wide and the required setbacks have been included on the Proposed Development 
Plan (Attachment 1).  The development will include nearly 2,000 square feet of building and 6,500 square 
feet of pavement, covering a little over 34% of the site. 
 
Section 3- Natural and Historic Areas  

The site was previously developed and there are no natural or historic areas on the site.  Erosion 
control notes and details have been included as part of the Proposed Development Plan.  The only 
impact to the groundwater will be as a result of using an existing well. 
 
Section 4- Flood Hazard Standards 

There are no flood hazards in the proximity of the site.  The FEMA Flood Map is included as Attachment 
2. 
 
Section 5- Basic and Municipal Services 

The site will be served by public sewer.  An email from the Brunswick Sewer district has been included 
(Attachment 3).  The official permit will be issued once the connection fees have been paid.  Water will 
be supplied from an existing private well. Site will generate minimal solid waste, which will be disposed 
of in accordance with DEP solid waste guidance.  Site will not impact more than 0.25 acres.  An Erosion 
Control Plan has been included as part of Attachment 2. 
 
We would like to request a waiver from meeting the stormwater quantity standards.  The minimal 
increase in impervious area (5,300 square feet) will have a negligible impact on any stormwater 
infrastructure.  
 
Section 6- Landscaping Requirements 

The landscaping will consist of grassed open space and protecting most of the trees in the back 100 feet 
of the site.  
 
Section 7- Residential Recreation Requirements 

Not applicable. 
 
Section 8- Circulation and Access 

The site will have a negligible impact on traffic.  The curb cuts are existing. 
 
Section 9- Parking and Loading 

There are four parking spaces included at the front of the building.  Per Table 4.9.1.A. only 1 off-street 
parking space is required. 
 



 

Section 10- Lighting 

There is no outdoor lighting proposed. 
 
Section 11- Architectural Compatibility 

The building is consistent with the other buildings in the area.  The structural drawings have been 
included as Attachment 5 and include elevations of each side. 
 
Section 12- Neighborhood Protection Standards 

Not Applicable. 
 
Section 13- Signs 

The proposed sign will be 4’x8’.  A picture of the sign is included as Attachment 6. 
 
Section 14- Performance Standards 

There will be minimal/no noise, smoke, dust, fumes, odors, or vibrations associated with the operations 
of the facility. 
 
Section 15- Site Feature Maintenance 

General site maintenance will include mowing the grass and keeping the area clear of debris. 
 
Section 16- Financial and Technical Capacity 

The recorded deed is included as Attachment 4.  A letter from the bank has been included to prove 
Financial Capacity.  Burnham and Lobozzo builders have over 8 years of including residential, 
commercial, and industrial building projects. 



FOR PERMITTING ONLY

NOT FOR CONSTRUCTION

JULY 10, 2020

A. SOIL EROSION AND SEDIMENT CONTROL NOTES

TEMPORARY EROSION AND SEDIMENTATION CONTROL MEASURES INCLUDE THE USE OF STABILIZED CONSTRUCTION
ENTRANCES, SILTATION FENCE, EROSION CONTROL MIX, STONE CHECK DAMS, HAY BALE BARRIERS, CATCH BASIN SEDIMENT
COLLECTION BAGS, EROSION CONTROL BLANKET, AND TEMPORARY SEEDING AND MULCHING AS REQUIRED.  PERMANENT
DEVICES INCLUDE THE USE OF RIP RAP AT EXPOSED STORM DRAIN AND CULVERT INLETS AND OUTLETS, AND PERMANENT
VEGETATION.

A. GENERAL

1. IT IS ANTICIPATED THAT CONSTRUCTION MAY BEGIN AS SOON AS POSSIBLE FOLLOWING RECEIPT OF NECESSARY PERMITS.

2. ALL SOIL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE CONSTRUCTED AND MAINTAINED IN ACCORDANCE WITH
THE MAINE EROSION & SEDIMENT CONTROL BMPS - MANUAL FOR DESIGNERS AND ENGINEERS (2016), OR AS CURRENTLY
REVISED OR U.S. ENVIRONMENTAL PROTECTION AGENCY PUBLICATION 832/R-92-005 (SEPTEMBER, 1992) STORM WATER
MANAGEMENT FOR CONSTRUCTION, CHAPTER 3, WHICHEVER IS MORE STRINGENT.

3. ANY ADDITIONAL EROSION AND SEDIMENTATION CONTROL DEEMED NECESSARY BY THE OWNER'S REPRESENTATIVE,
DEPARTMENT OF ENVIRONMENTAL PROTECTION (DEP) PERSONNEL AND/OR MUNICIPAL OFFICIALS SHALL BE INSTALLED BY
THE CONTRACTOR.

4. THE CONTRACTOR IS RESPONSIBLE FOR ALL FINES RESULTING FROM EROSION OR SEDIMENTATION FROM THE SITE TO
SURROUNDING PROPERTIES, WATER BODIES, OR WETLANDS AS A RESULT OF THIS PROJECT.

5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSPECTION, REPAIR/ REPLACEMENT/ MAINTENANCE OF ALL EROSION
CONTROL MEASURES UNTIL ALL DISTURBED AREAS ARE STABILIZED TO THE SATISFACTION OF THE ABOVE PERSONNEL.
DESCRIPTIONS OF ACCEPTABLE PERMANENT STABILIZATION FOR VARIOUS COVER TYPES FOLLOWS:

a.a. FOR SEEDED AREAS, PERMANENT STABILIZATION MEANS A 90% COVER OF THE DISTURBED AREA WITH MATURE, HEALTHY
PLANTS WITH NO EVIDENCE OF WASHING OR RILLING OF THE TOPSOIL.

a.b. FOR SODDED AREAS, PERMANENT STABILIZATION MEANS THE COMPLETE BINDING OF THE SOD ROOTS INTO THE
UNDERLYING SOIL WITH NO SLUMPING OF THE SOD OR DIE-OFF.

a.c. FOR MULCHED AREAS, PERMANENT MULCHING MEANS TOTAL COVERAGE OF THE EXPOSED AREA WITH AN APPROVED
MULCH MATERIAL.  EROSION CONTROL MIX MAY BE USED AS MULCH FOR PERMANENT STABILIZATION ACCORDING TO
THE APPROVED APPLICATION RATES AND LIMITATIONS.

a.d. FOR AREAS STABILIZED WITH RIP RAP, PERMANENT STABILIZATION MEANS THAT SLOPES STABILIZED WITH RIP RAP HAVE
AN APPROPRIATE BACKING OF A WELL-GRADED GRAVEL OR APPROVED GEOTEXTILE TO PREVENT SOIL MOVEMENT FROM
BEHIND THE RIP RAP.  STONE MUST BE SIZED APPROPRIATELY.

a.e. PAVED AREAS:  FOR PAVED AREAS, PERMANENT STABILIZATION MEANS THE PLACEMENT OF THE COMPACTED GRAVEL
SUBBASE IS COMPLETED.

a.f. FOR OPEN CHANNELS, PERMANENT STABILIZATION MEANS THE CHANNEL IS STABILIZED WITH MATURE VEGETATION AT
LEAST THREE INCHES IN HEIGHT, WITH WELL-GRADED RIP RAP, OR WITH ANOTHER NON-EROSIVE LINING CAPABLE OF
WITHSTANDING THE ANTICIPATED FLOW VELOCITIES AND FLOW DEPTHS WITHOUT RELIANCE ON CHECK DAMS TO SLOW
FLOW. THERE MUST BE NO EVIDENCE OF SLUMPING OF THE LINING, UNDERCUTTING OF THE BANKS, OR DOWN CUTTING
OF THE CHANNEL.

B. EROSION AND SEDIMENTATION CONTROL MEASURES

1. PRIOR TO THE BEGINNING OF CONSTRUCTION, THE TEMPORARY SILT FENCE SHALL BE INSTALLED AS SHOWN ON THE PLANS
OR AS DIRECTED BY THE OWNER'S REPRESENTATIVE, OR ENGINEER. SILT FENCE SHALL BE INSTALLED ALONG THE
DOWNGRADIENT SIDE OF CONSTRUCTION WORK AREAS, WITH LOCATIONS BEING ADJUSTED ALONG WITH THE
CONSTRUCTION PHASING AREAS.  THE CONTRACTOR MAY USE EROSION MIX IN PLACE OF SINGLE SILT FENCE BARRIER.

2. THE SILT FENCE SHALL BE INSTALLED PER THE DETAIL PROVIDED IN THE PLAN SET AND INSPECTED IMMEDIATELY AFTER EACH
RAINFALL, AND AT LEAST WEEKLY IN THE ABSENCE OF SIGNIFICANT RAINFALL.  ANY REQUIRED REPAIRS WILL BE MADE
IMMEDIATELY. SEDIMENT DEPOSITS SHALL BE PERIODICALLY REMOVED FROM THE UPSTREAM SIDE OF THE SILT BARRIERS.
THIS SEDIMENT WILL BE SPREAD AND STABILIZED IN AREAS OF THE SITE NOT SUBJECT TO EROSION.  THE CONTRACTOR SHALL
MAKE REPAIRS IMMEDIATELY IF THERE ARE ANY SIGNS OF EROSION OR SEDIMENTATION BELOW THE FENCE LINE.  IF SUCH
EROSION IS OBSERVED, THE CONTRACTOR SHALL TAKE PROACTIVE ACTION TO IDENTIFY THE CAUSE OF THE EROSION AND
TAKE ACTION TO AVOID ITS REOCCURRENCE.  PROPER PLACEMENT OF STAKES AND KEYING THE BOTTOM OF THE FABRIC
INTO THE GROUND IS CRITICAL TO THE FENCE'S EFFECTIVENESS.  IF THERE ARE SIGNS OF UNDERCUTTING AT THE CENTER OR
THE EDGES, OR IMPOUNDING OF LARGE VOLUMES OF WATER BEHIND THE FENCE, THE BARRIER SHALL BE REPLACED WITH A
STONE CHECK DAM AND MEASURES TAKEN TO AVOID THE CONCENTRATION OF FLOWS NOT INTENDED TO BE DIRECTED TO
THE SILT FENCE.  SILT FENCE SHALL BE REPLACED AS NECESSARY TO PROVIDE PROPER FILTERING ACTION.

3. EROSION CONTROL BERMS MAY BE USED IN PLACE OF SILT FENCE.

4. TEMPORARY SEDIMENT SUMPS WILL PROVIDE SEDIMENTATION CONTROL FOR STORMWATER RUNOFF FROM DISTURBED AREAS
DURING CONSTRUCTION UNTIL STABILIZATION HAS BEEN ACHIEVED.

5. A CONSTRUCTION ENTRANCE WILL BE CONSTRUCTED AT ALL ACCESS POINTS ONTO THE SITE TO PREVENT TRACKING OF
SOIL ONTO ADJACENT LOCAL ROADS AND STREETS.

6. SILTSACKS ™ WILL BE UTILIZED IN CATCH BASINS IN OR NEAR WORK AREAS AT RISK FROM RECEIVING TRANSPORTED
SEDIMENT.

7. ALL CATCH BASINS AND FIELD INLETS, NEW OR EXISTING, THAT MAY RECEIVE RUNOFF FROM DISTURBED AREAS MUST BE
PROTECTED DURING CONSTRUCTION.

8. REMOVAL OF SOD, TREES, BUSHES AND OTHER VEGETATION AND SOIL DISTURBANCE WILL BE KEPT TO A MINIMUM WHILE
ALLOWING PROPER SITE DEVELOPMENT.

9. GRUBBINGS AND ANY UNUSABLE TOPSOIL SHALL BE STRIPPED AND REMOVED FROM THE PROJECT SITE AND DISPOSED OF IN
AN APPROVED MANNER.

10. ANY SUITABLE TOPSOIL WILL BE STRIPPED AND STOCKPILED FOR REUSE IN FINAL GRADING. TOPSOIL WILL BE STOCKPILED IN A
MANNER SUCH THAT NATURAL DRAINAGE IS NOT OBSTRUCTED AND NO OFF-SITE SEDIMENT DAMAGE WILL RESULT. IF A
STOCKPILE IS NECESSARY, THE SIDE SLOPES OF THE TOPSOIL STOCKPILE WILL NOT EXCEED 2:1. TOPSOIL STOCKPILES WILL BE
TEMPORARILY SEEDED WITH AROOSTOOK RYE, ANNUAL OR PERENNIAL RYE GRASS WITHIN 7 DAYS OF FORMATION, OR
TEMPORARILY MULCHED IF SEEDING CANNOT BE DONE WITHIN THE RECOMMENDED SEEDING DATES. SEDIMENT BARRIERS
SHALL BE INSTALLED DOWNSTREAM OF STOCKPILES. STORMWATER SHALL BE DIVERTED AROUND STOCKPILE AREAS.

11. TEMPORARY DIVERSION BERMS AND DRAINAGE SWALES SHALL BE CONSTRUCTED AS NECESSARY TO PREVENT OFF-SITE
DRAINAGE FROM ENTERING THE WORK AREA.

12. TEMPORARY STABILIZATION SHALL BE CONSTRUCTED WITHIN 7 DAYS OF INITIAL DISTURBANCE OF SOILS, PRIOR TO ANY RAIN
EVENT, AND PRIOR TO ANY WORK SHUT DOWN LASTING MORE THAN ONE DAY. TEMPORARY STABILIZATION INCLUDES SEED,
MULCH, OR OTHER NON-ERODABLE COVER.

13. TEMPORARY SEEDING SPECIFICATIONS: WHERE SEEDBED HAS BEEN COMPACTED BY CONSTRUCTION OPERATIONS, LOOSEN
SOIL TO A DEPTH OF 2 INCHES BEFORE APPLYING FERTILIZER, LIME, AND SEED. APPLY LIMESTONE AT A RATE OF 3 TONS PER
ACRE (138 LB. PER 1,000 SQUARE FEET) AND 10-10-10 (N-P205-K20) FERTILIZER AT A RATE OF 600 LBS PER ACRE (13.8 LB.
PER 1,000 SQUARE FEET). UNIFORMLY APPLY SEED AT THE RECOMMENDED SEEDING RATES AND DATES, APPLY HAY OR
STRAW MULCH AT A RATE OF 2 TONS PER ACRES, AND ANCHOR AS NECESSARY.  RECOMMENDED TEMPORARY SEEDING
DATES AND APPLICATION RATES ARE AS FOLLOWS:

                 AROOSTOOK RYE:  RECOMMENDED SEEDING DATES:  8/15 -10/1 APPLICATION RATE:  112 LBS/ACRE
ANNUAL RYE GRASS: RECOMMENDED SEEDING DATES: 4/1 - 7/1 APPLICATION RATE:  40 LBS/ACRE
PERENNIAL RYE GRASS: RECOMMENDED SEEDING DATES: 8/15 - 9/15 APPLICATION RATE:  40 LBS/ACRE

15. PERMANENT SEEDING SPECIFICATION.  IF A LANDSCAPE PLAN HAS BEEN PREPARED FOR THE PROJECT, SOIL PREPARATION AND SEED
SPECIFICATIONS OF THAT PLAN SHALL SUPERSEDE THESE GENERAL PERMANENT SEEDING REQUIREMENTS. IT IS RECOMMENDED THAT
PERMANENT SEEDING BE COMPLETED BETWEEN APRIL 1 AND JUNE 15 OF EACH YEAR.  LATE SEASON SEEDING MAY BE DONE BETWEEN
AUGUST 15 AND SEPTEMBER 15.  AREAS NOT SEEDED OR WHICH DO NOT OBTAIN A SATISFACTORY GROWTH BY OCTOBER 1SHALL BE
SEEDED WITH AROOSTOOK RYE OR MULCHED AT RATES PREVIOUSLY SPECIFIED.  SEE WINTER CONDITIONS NOTES FOR SEEDING
STABILIZATION AFTER NOVEMBER 1.

a. APPLY TOPSOIL TO A MINIMUM DEPTH OF 4 INCHES. MIX TOPSOIL WITH THE SUBSOIL TO A MINIMUM DEPTH OF 6 INCHES.
b. APPLY LIMESTONE AND FERTILIZER ACCORDING TO SOIL TESTS.  IN LIEU OF SOIL          TESTS, APPLY GROUND LIMESTONE AT A RATE OF 3

TONS PER ACRE (138 LB. PER 1,000 SQUARE FEET) AND GRANULAR, COMMERCIAL-GRADE, 10-10-10 (N-P2O5-K2O) FERTILIZER AT A RATE OF
800 LBS PER ACRE (18.4 LBS PER1,000 SQUARE FEET).

c. UNIFORMLY APPLY SEED MIXTURE AT THE RECOMMENDED SEEDING RATES AND DATES, APPLY HAY OR STRAW MULCH AT A RATE OF 2
TONS PER ACRES, AND ANCHOR AS NECESSARY.

d. THE SEED MIXTURE FOR LAWN AND FILTRATION BASIN AREAS SHALL CONSIST OF SEEDS PROPORTIONED BY WEIGHT AS FOLLOWS:
             30% CREEPING RED FESCUE
             50% KENTUCKY BLUEGRASS
             20% ITALIAN/PERENNIAL RYE GRASS

NOTE:  SEED MIXTURE SHALL CONSIST OF AT LEAST TWO VARIETIES OF EACH TYPE OF GRASS.  WHEN USED IN A FILTER BASIN,
STORMWATER SHALL NOT BE DIRECTED TO THE BASIN UNTIL THE GRASS IS ESTABLISHED.

16. MULCH ALL AREAS SEEDED SO THAT SOIL IS NOT VISIBLE THROUGH THE MULCH REGARDLESS OF THE APPLICATION RATE.

17. DITCH LININGS, STONE CHECK DAMS, AND RIP RAP INLET AND OUTLET PROTECTION SHALL BE INSTALLED WITHIN 48 HOURS OF
COMPLETING THE GRADING OF THAT SECTION OF DITCH OR INSTALLATION OF CULVERT.

18. RIP RAP REQUIRED AT CULVERTS AND STORM DRAIN INLETS AND OUTLETS SHALL CONSIST OF FIELD STONE OR ROUGH UNHEWN QUARRY
STONE OF APPROXIMATELY RECTANGULAR SHAPE.

19. EROSION CONTROL BLANKET SHALL BE INSTALLED ON ALL PERMANENT SLOPES STEEPER THAN 20%, IN THE BASE OF DITCHES NOT
OTHERWISE PROTECTED, AND ANY DISTURBED AREAS WITHIN 100 FEET OF A PROTECTED NATURAL RESOURCE (E.G. WETLANDS AND WATER
BODIES).  EROSION CONTROL BLANKET SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS.

20. TEMPORARY CONTROL MEASURES, SUCH AS SILT FENCE, SHALL BE REMOVED WITHIN 30 DAYS AFTER PERMANENT STABILIZATION IS
ATTAINED.

C. SPECIAL MEASURES FOR SUMMER CONSTRUCTION

DURING DRY SUMMER CONDITIONS, THE CONTRACTOR SHALL:
1. IMPLEMENT A PROGRAM TO APPLY DUST CONTROL MEASURES ON A DAILY BASIS EXCEPT THOSE DAYS WHERE PRECIPITATION IS SUFFICIENT

TO SUPPRESS DUST FORMATION.  THIS PROGRAM SHALL EXTEND TO AND INCLUDE SWEEPING OF ADJACENT STREETS.
2. SPRAY ANY MULCHES WITH WATER AFTER ANCHORING TO DAMPEN THE SOIL AND ENCOURAGE EARLY GROWTH.  SPRAYING MAY BE

REQUIRED SEVERAL TIMES.  TEMPORARY SEED MAY BE REQUIRED UNTIL THE LATE SUMMER SEEDING SEASON.
3. COVER STOCKPILES OF FINE-GRAINED MATERIALS, OR EXCAVATED SOILS WHICH ARE SUSCEPTIBLE TO EROSION TO PROTECT FROM THE

INTENSE, SHORT-DURATION STORMS WHICH ARE MORE PREVALENT IN THE SUMMER MONTHS.
4. TAKE ADDITIONAL STEPS NEEDED, INCLUDING WATERING, OR COVERING EXCAVATED MATERIALS TO CONTROL FUGITIVE DUST EMISSIONS

TO MINIMIZE REDUCTIONS IN VISIBILITY AND THE AIRBORNE DISBURSEMENT OF FINE-GRAINED SOILS.  THIS IS PARTICULARLY IMPORTANT
GIVEN THE POTENTIAL PRESENCE OF SOIL CONTAMINANTS, AND THEIR PROXIMITY ALONG THE ADJACENT STREETS AND PROPERTIES.

5. THESE MEASURES MAY ALSO BE REQUIRED IN THE SPRING AND FALL DURING THE DRIER PERIODS OF THESE SEASONS.

D. WINTER CONDITIONS

1. "WINTER CONSTRUCTION" IS CONSTRUCTION ACTIVITY PERFORMED DURING THE PERIOD FROM NOVEMBER 1ST THROUGH APRIL 15TH.  IF
AREAS WITHIN THE CONSTRUCTION ACTIVITY ARE NOT STABILIZED WITH TEMPORARY OR PERMANENT MEASURES OUTLINED ABOVE BY
NOVEMBER 15TH, THEN THE SITE MUST BE PROTECTED WITH ADDITIONAL STABILIZATION MEASURES THAT ARE SPECIFIC TO WINTER
CONDITIONS. NO MORE THAN ONE ACRE OF THE SITE MAY BE WITHOUT STABILIZATION AT ONE TIME.

2. SILT FENCE:  IN LIEU OF PROVIDING THE 6" X 6" TRENCH, FOR FROZEN GROUND, STONY SOIL, THE PRESENCE OF LARGE ROOTS, OR OTHER
PROHIBITIVE CONDITIONS, THE BOTTOM 8" TO 12" OF THE FABRIC MAY BE LAID ON EXISTING GRADE AND BACK FILLED WITH STONE
ANCHORING MATERIAL, AS SHOWN ON THE DRAWINGS.

3. HAY MULCH SHALL BE APPLIED AT TWICE THE STANDARD TEMPORARY STABILIZATION RATE.  AT THE END OF EACH CONSTRUCTION DAY,
AREAS THAT HAVE BEEN BROUGHT TO FINAL GRADE MUST BE STABILIZED.  MULCH MAY NOT BE SPREAD ON TOP OF SNOW.

4. AFTER NOVEMBER 1ST OR THE FIRST KILLING FROST FOR THE REGION AND BEFORE SNOW FALL, ALL EXPOSED AND DISTURBED AREAS NOT
TO UNDERGO FURTHER DISTURBANCE ARE TO HAVE DORMANT SEEDING.  THE DORMANT SEEDING METHOD: PREPARE THE SEEDBED, LIME
AND FERTILIZE, APPLY THE SELECTED PERMANENT SEED MIXTURE AT DOUBLE THE REGULAR SEEDING RATE, AND MULCH AND ANCHOR.
DORMANT SEEDINGS NEED TO BE ANCHORED EXTREMELY WELL ON SLOPES, DITCH BASES AND AREAS OF CONCENTRATED FLOWS.
DORMANT SEEDING REQUIRES INSPECTION AND RESEEDING AS NEEDED IN THE SPRING.  ALL AREAS WHERE COVER IS INADEQUATE MUST BE
IMMEDIATELY RESEEDED AND MULCHED AS SOON AS POSSIBLE.

5. ALL VEGETATED DITCH LINES THAT HAVE NOT BEEN STABILIZED BY NOVEMBER 1ST, OR WILL BE WORKED DURING THE WINTER
CONSTRUCTION PERIOD, MUST BE STABILIZED WITH AN APPROPRIATE STONE LINING BACKED BY AN APPROPRIATE GRAVEL BED OR
GEOTEXTILE UNLESS SPECIFICALLY RELEASED FROM THIS STANDARD BY THE MAINE DEPARTMENT OF ENVIRONMENTAL PROTECTION.

6. MULCH NETTING MUST BE USED TO ANCHOR MULCH ON ALL SLOPES GREATER THAN 8% UNLESS EROSION CONTROL BLANKETS OR EROSION
CONTROL MIX IS BEING USED ON THESE SLOPES.

E. HOUSEKEEPING
1. SPILL PREVENTION.  CONTROLS MUST BE USED TO PREVENT POLLUTANTS FROM CONSTRUCTION AND WASTE MATERIALS STORED ON-SITE,

INCLUDING STORAGE PRACTICES TO MINIMIZE EXPOSURE OF THE MATERIALS TO STORM WATER, AND APPROPRIATE SPILL PREVENTION,
CONTAINMENT, AND RESPONSE PLANNING AND IMPLEMENTATION.

2. GROUNDWATER PROTECTION.  DURING CONSTRUCTION, LIQUID PETROLEUM PRODUCTS AND OTHER HAZARDOUS MATERIALS WITH THE
POTENTIAL TO CONTAMINATE GROUNDWATER MAY NOT BE STORED OR HANDLED IN AREAS OF THE SITE DRAINING TO AN INFILTRATION
AREA. AN INFILTRATION AREA" IS ANY AREA OF THE SITE THAT BY DESIGN OR AS A RESULT OF SOILS, TOPOGRAPHY AND OTHER RELEVANT
FACTORS, ACCUMULATES RUNOFF THAT INFILTRATES INTO THE SOIL.  DIKES, BERMS, SUMPS, AND OTHER FORMS OF SECONDARY
CONTAINMENT THAT PREVENT DISCHARGE TO GROUNDWATER MAY BE USED TO ISOLATE PORTIONS OF THE SITE FOR THE PURPOSES OF
STORAGE AND HANDLING OF THESE MATERIALS.

3. AUTHORIZED NON-STORMWATER DISCHARGES. IDENTIFY AND PREVENT CONTAMINATION BY NON-STORMWATER DISCHARGES. WHERE
ALLOWED NON-STORMWATER DISCHARGES EXIST, THEY MUST BE IDENTIFIED AND STEPS SHOULD BE TAKEN TO ENSURE THE
IMPLEMENTATION OF APPROPRIATE POLLUTION PREVENTION MEASURES FOR THE NON-STORMWATER COMPONENT(S) OF THE DISCHARGE.
AUTHORIZED NON-STORMWATER DISCHARGES ARE:

· DISCHARGES FROM FIREFIGHTING ACTIVITY;
· FIRE HYDRANT FLUSHINGS;
· VEHICLE WASHWATER IF DETERGENTS ARE NOT USED AND WASHING IS LIMITED TO THE EXTERIOR OF VEHICLES (ENGINE, UNDERCARRIAGE

AND TRANSMISSION WASHING IS PROHIBITED);
· DUST CONTROL RUNOFF IN ACCORDANCE WITH PERMIT CONDITIONS AND APPENDIX (C)(3);
· ROUTINE EXTERNAL BUILDING WASHDOWN, NOT INCLUDING SURFACE PAINT REMOVAL, THAT DOES NOT INVOLVE DETERGENTS;
· PAVEMENT WASHWATER (WHERE SPILLS/LEAKS OF TOXIC OR HAZARDOUS MATERIALS HAVE NOT OCCURRED, UNLESS ALL SPILLED MATERIAL

HAD BEEN REMOVED) IF DETERGENTS ARE NOT USED;
· UNCONTAMINATED AIR CONDITIONING OR COMPRESSOR CONDENSATE;
· UNCONTAMINATED GROUNDWATER OR SPRING WATER;
· FOUNDATION OR FOOTER DRAIN-WATER WHERE FLOWS ARE NOT CONTAMINATED; UNCONTAMINATED EXCAVATION DEWATERING (SEE

REQUIREMENTS IN APPENDIX C(5));
· POTABLE WATER SOURCES INCLUDING WATERLINE FLUSHINGS; AND LANDSCAPE IRRIGATION.

4. UNAUTHORIZED NON-STORMWATER DISCHARGES. THE DEPARTMENT'S APPROVAL UNDER THIS CHAPTER DOES NOT AUTHORIZE A
DISCHARGE THAT IS MIXED WITH A SOURCE OF NON_STORMWATER, OTHER THAN THOSE DISCHARGES IN COMPLIANCE WITH APPENDIX
C (6). SPECIFICALLY, THE DEPARTMENT'S APPROVAL DOES NOT AUTHORIZE DISCHARGES OF THE FOLLOWING:

· WASTEWATER FROM THE WASHOUT OR CLEANOUT OF CONCRETE, STUCCO, PAINT, FORM RELEASE OILS, CURING COMPOUNDS OR
OTHER CONSTRUCTION MATERIALS;

· FUELS, OILS OR OTHER POLLUTANTS USED IN VEHICLE AND EQUIPMENT OPERATION AND MAINTENANCE;
· SOAPS, SOLVENTS, OR DETERGENTS USED IN VEHICLE AND EQUIPMENT WASHING; AND

TOXIC OR HAZARDOUS SUBSTANCES FROM A SPILL OR OTHER RELEASE.

5. FUGITIVE SEDIMENT AND DUST.  ACTIONS MUST BE TAKEN TO ENSURE THAT ACTIVITIES DO NOT RESULT IN NOTICEABLE EROSION OF
SOILS OR FUGITIVE DUST EMISSIONS DURING OR AFTER CONSTRUCTION.  OIL MAY NOT BE USED FOR DUST CONTROL.

6. DEBRIS AND OTHER MATERIAL.  LITTER, CONSTRUCTION DEBRIS, AND CONSTRUCTION CHEMICALS EXPOSED TO STORM WATER, MUST
BE PREVENTED FROM BECOMING A POLLUTANT SOURCE.

7. COMPLY WITH THE REQUIREMENTS OF SPECIFICATION SECTION 024116, STRUCTURE DEMOLITION MANAGEMENT, FOR REMOVAL AND
DISPOSAL OF CONSTRUCTION DEBRIS AND WASTE.

8. TRENCH OR FOUNDATION DE-WATERING.  THE COLLECTED WATER REMOVED FROM THE PONDED AREA, EITHER THROUGH GRAVITY OR
PUMPING, MUST BE SPREAD THROUGH NATURAL WOODED BUFFERS OR REMOVED AREAS THAT ARE SPECIFICALLY DESIGNATED TO
COLLECT THE MAXIMUM AMOUNT OF SEDIMENT POSSIBLE, LIKE A COFFER DAM SEDIMENTATION BASIN.  AVOID ALLOWING THE WATER
TO FLOW OVER DISTURBED AREAS OF THE SITE.

F. INSPECTION AND MAINTENANCE

1. INSPECT DISTURBED AND IMPERVIOUS AREAS, EROSION AND STORM WATER CONTROL MEASURES, AREAS USED FOR STORAGE THAT
ARE EXPOSED TO PRECIPITATION, AND LOCATIONS WHERE VEHICLES ENTER OR EXIT THE SITE AT LEAST ONCE A WEEK AND BEFORE
AND AFTER A STORM EVENT, PRIOR TO COMPLETION OF PERMANENT STABILIZATION. A PERSON WITH KNOWLEDGE OF EROSION AND
STORM WATER CONTROLS, INCLUDING THE STANDARDS IN THE MAINE CONSTRUCTION GENERAL PERMIT AND ANY DEP OR MUNICIPAL
COMPANION DOCUMENTS, MUST CONDUCT THE INSPECTION. THIS PERSON MUST BE IDENTIFIED IN THE INSPECTION LOG. IF BEST
MANAGEMENT PRACTICES (BMPS) NEED TO BE MODIFIED OF IF ADDITIONAL BMPS ARE NECESSARY, IMPLEMENTATION MUST BE
COMPLETED WITHIN 7 CALENDAR DAYS AND PRIOR TO ANY STORM EVENT (0.5IN OR GREATER IN 24-HOUR PERIOD). ALL MEASURES
MUST BE MAINTAINED IN EFFECTIVE OPERATING CONDITION UNTIL AREAS ARE PERMANENTLY STABILIZED.

2. AN INSPECTION AND MAINTENANCE LOG MUST BE KEPT SUMMARIZING THE SCOPE OF THE INSPECTION, NAME AND QUALIFICATIONS OF
THE PERSON PERFORMING THE INSPECTION, DATE, AND MAJOR OBSERVATIONS RELATING TO OPERATION OF EROSION AND
SEDIMENTATION CONTROLS AND POLLUTION PREVENTION MEASURES.

3. INSPECTION OF THE PROJECT WORK SITE SHALL INCLUDE:
a. IDENTIFICATION OF PROPER EROSION CONTROL MEASURE INSTALLATION IN ACCORDANCE WITH THE EROSION CONTROL DETAIL

SHEET.
b. DETERMINE WHETHER EACH EROSION CONTROL MEASURE IS PROPERLY OPERATING.  IF NOT, IDENTIFY DAMAGE TO THE CONTROL

DEVICE AND DETERMINE REMEDIAL MEASURES.
c. IDENTIFY AREAS WHICH APPEAR VULNERABLE TO EROSION AND DETERMINE ADDITIONAL EROSION CONTROL MEASURES WHICH

SHOULD BE USED TO IMPROVE CONDITIONS.
d. INSPECT AREAS OF RECENT SEEDING TO DETERMINE PERCENT CATCH OF GRASS.  A MINIMUM CATCH OF 90 PERCENT IS REQUIRED

PRIOR TO REMOVAL OF EROSION CONTROL MEASURES.

4. IF INSPECTION OF THE SITE INDICATES A CHANGE SHOULD BE MADE TO THE EROSION CONTROL PLAN, TO EITHER IMPROVE
EFFECTIVENESS OR CORRECT A SITE-SPECIFIC DEFICIENCY, THE INSPECTOR SHALL IMMEDIATELY IMPLEMENT THE CORRECTIVE MEASURE
AND NOTIFY THE OWNER OF THE CHANGE.

5. ALL CERTIFICATIONS, INSPECTION FORMS, AND WRITTEN REPORTS PREPARED BY THE INSPECTOR(S) SHALL BE FILED WITH THE OWNER,
AND THE PERMIT FILE CONTAINED ON THE PROJECT SITE.  ALL WRITTEN CERTIFICATIONS, INSPECTION FORMS, AND WRITTEN REPORTS
MUST BE FILED WITHIN ONE (1) WEEK OF THE INSPECTION DATE AND RECORDS MUST BE RETAINED FOR THREE YEARS FROM THE TIME
PERMANENT STABILIZATION IS ACHIEVED.

6. THE CONTRACTOR HAS SOLE RESPONSIBILITY FOR COMPLYING WITH THE EROSION/SEDIMENT CONTROL REPORT, INCLUDING CONTROL
OF FUGITIVE DUST, AND SHALL BE RESPONSIBLE FOR ANY MONETARY PENALTIES RESULTING FROM FAILURE TO COMPLY WITH THESE
STANDARDS.

G. CONSTRUCTION SCHEDULE & SEQUENCE (TIMELINES ARE APPROXIMATE AND WILL BE DEPENDENT ON WEATHER AND SITE CONDITIONS).

1. PRE-CONSTRUCTION CONFERENCE: PRIOR TO ANY CONSTRUCTION AT THE SITE, REPRESENTATIVES OF THE CONTRACTOR, THE
ARCHITECT, THE OWNER, AND THE SITE DESIGN ENGINEER SHALL MEET TO DISCUSS THE SCHEDULING OF THE SITE CONSTRUCTION
AND THE DESIGNATION OF THE RESPONSIBLE PARTIES FOR IMPLEMENTING THE PLAN.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR
SCHEDULING THE MEETING.  PRIOR TO THE MEETING, THE CONTRACTOR WILL PREPARE A DETAILED SCHEDULE AND A MARKED-UP SITE
PLAN INDICATING AREAS AND COMPONENTS OF THE WORK AND KEY DATES SHOWING DATE OF DISTURBANCE AND COMPLETION OF
THE WORK.  THE CONTRACTOR SHALL CONDUCT A MEETING WITH EMPLOYEES AND SUB-CONTRACTORS TO REVIEW THE EROSION
CONTROL PLAN, THE CONSTRUCTION TECHNIQUES WHICH WILL BE EMPLOYED TO IMPLEMENT THE PLAN, AND PROVIDE A LIST OF
ATTENDEES AND ITEMS DISCUSSED AT THE MEETING TO THE OWNER.  THREE COPIES OF THE SCHEDULE, THE CONTRACTOR'S MEETING
MINUTES, AND MARKED-UP SITE PLAN SHALL BE PROVIDED TO THE OWNER.

2. THE FOLLOWING CONSTRUCTION SEQUENCE SHALL BE REQUIRED TO INSURE THE EFFECTIVENESS OF THE EROSION AND
SEDIMENTATION CONTROL MEASURES IS OPTIMIZED.

a. INSTALL SAFETY AND CONSTRUCTION FENCE TO SECURE THE SITE FOR CONSTRUCTION.
b. INSTALL ALL PERIMETER SILTATION FENCE AND EROSION CONTROL BARRIERS.  PARTICULAR ATTENTION SHALL BE PAID TO AREAS

UPSTREAM OF PROTECTED NATURAL RESOURCES.  PROJECT LIMITS OF DISTURBANCE ARE CLEARLY DELINEATED ON THE DRAWINGS -
NO ACTIVITY IS ALLOWED OUTSIDE THESE LIMITS. SIGNS SHALL BE ERECTED INDICATING THAT THE DOWNSTREAM AREAS ARE OFF
LIMITS TO ALL CONSTRUCTION ACTIVITIES.

c. INSTALL CONSTRUCTION ENTRANCES.
d. CLEAR AND GRUB THE CONSTRUCTION AREA, REMOVE AND STOCKPILE UNSUITABLE FILL MATERIAL.
e. CONSTRUCT ACTIVITIES ON THE SITE TO OPTIMIZE THE HANDLING OF MATERIALS AND RESTRICT THE DENUDED AREAS TO THE TIME

STIPULATED.
f. UNDERTAKE MAJOR EARTHWORK ACTIVITY TO ROUGH GRADE THE SITE
g. INSTALL UTILITIES AND CONSTRUCT STABILIZED PAD FOR FOUNDATION AND BUILDING CONSTRUCTION.
h. FINE GRADE THE SITE AND EXCAVATE FOR STORMWATER MANAGEMENT BMPS - DO NOT INSTALL UNDERDRAINS OR FILTER SOIL

MATERIAL UNTIL UPSTREAM AREAS ARE FULLY STABILIZED.
i. INSTALL AND COMPACT NEW PAVEMENT BASE GRAVEL MATERIALS AND INSTALL BINDER PAVEMENT.
j. LANDSCAPE (LOAM AND SEED).
k. COMPLETE STORMWATER MANAGEMENT BMPS
l. INSTALL STRIPING, SIGNAGE, AND MISCELLANEOUS SITE IMPROVEMENTS.
m. REVIEW SITEWORK WITH ENGINEER AND OWNER AND COMPLETE  ANY PUNCH LIST ITEMS.
n. REMOVE ANY TEMPORARY EROSION CONTROL MEASURES.
3. THE CONTRACTOR MUST MAINTAIN AN ACCURATE SET OF RECORD DRAWINGS INDICATING THE DATE WHEN AN AREA IS FIRST

DENUDED, THE DATE OF TEMPORARY STABILIZATION, AND THE DATE OF FINAL STABILIZATION.  ON OCTOBER 1 OF ANY CALENDAR
YEAR, THE CONTRACTOR SHALL SUBMIT A DETAILED PLAN FOR STABILIZING THE SITE FOR THE WINTER AND A DESCRIPTION OF WHAT
ACTIVITIES ARE PLANNED DURING THE WINTER.
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EROSION CONTROL NOTES:

1.  THE DISTURBED AREA WILL BE BOUNDED ON ALL THE DOWN HILL SLOPES BY AN

EROSION CONTROL BERM. (SEE NOTE)

2. IF ANY SEDIMENT IS TRACKED ONTO THOMAS POINT ROAD, THE ROAD WILL

IMMEDIATELY  BE SWEPT AND A CONSTRUCTION ENTRANCE INSTALLED. (SEE NOTE)

CONSTRUCTION NOTES:

1. EXISTING SEWER CONNECTION WILL NEED TO BE FIELD LOCATED PRIOR TO

CONSTRUCTION.  (SEE ATTACHED SEWER TIE IN CARD)

2. WATER WILL BE PROVIDED BY AN EXISTING WELL ON THE SITE.

NOTES:

SEE PLAN

EXISTING
GROUND

1. THE PURPOSE IS TO REMOVE MUD FROM TIRES OF CONSTRUCTION VEHICLES.
2. WHEN STONE BECOMES CLOGGED AND INEFFECTIVE, TOPDRESS WITH 3" OF NEW STONE OR REPLACE

ENTIRE PAD.
3. IF TIRE WASHING IS REQUIRED, WASH WATER SHALL DRAIN INTO AN APPROVED SEDIMENT TRAPPING

DEVICE.

3' WIDE MOUNTABLE BERM
(OPTIONAL)

STABILIZATION GEOTEXTILE MDOT SPEC.
722.01 FILTER CLOTH

10'

MIN. (TYP.)

1
0

'
F

L
A

R
E

 
(
T

Y
P

.
)

1
4

'

1
0

'

F
L

A
R

E
 
(
T

Y
P

.
)

EXISTING
GROUND

EXISTING
PAVEMENT

EXISTING
PAVEMENT

MIN. 6" CRUSHED STONE
MDOT SPEC. 703.31

B

STABILIZED CONSTRUCTION ENTRANCE DETAIL

N.T.S.

2
'

4' 5'

EXISTING GROUND

RUNOFF

FILL SLOPE

WOOD WASTE
COMPOST/BARK

BERM SHALL BE KEYED A
MIN. OF 4" INTO EXISTING
GROUND

NOTES:
1. THE WOOD WASTE COMPOST/BARK MIX SHALL CONFORM TO THE FOLLOWING STANDARDS:

A. MOISTURE CONTENT - 30-60%
B. pH - 5.0-8.0
C. SCREEN SIZE - 100% LESS THAN 3", MAX. 70% LESS THAN 1"
D. NO LESS THAN 40% ORGANIC MATERIAL (DRY WEIGHT) BY LOSS OF IGNITION
F. NO STONES LARGER THAN 2" IN DIAMETER

2. THE COMPOST BERM SHALL BE PLACED, UNCOMPACTED, ALONG A RELATIVELY LEVEL CONTOUR.

3. THE WOOD WASTE COMPOST/BARK FILTER BERM MAY BE USED IN LIEU OF SILTATION FENCE, AT THE
TOE OF SHALLOW SLOPES, ON FROZEN GROUND, LEDGE OUT CROPS, VERY ROOTED FORESTED AREA OR AT
THE EDGE OF GRAVEL PARKING AREAS.

4. BERMS SHALL REMAIN IN PLACE UNTIL UPSTREAM AREA IS COMPLETED OR 70% CATCH OF VEGETATION
IS ATTAINED.  BERMS SHALL BE REMOVED BY SPREADING SUCH THAT THE NATIVE EARTH CAN BE SEEN
BELOW.

A

STABILIZED CONSTRUCTION ENTRANCE DETAIL

N.T.S.
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N 55° 35' 51" W

60.34'

GRAVEL AREA OR TRAIL

BUILDING

UTILITY POLE AND ANCHOR

PAVEMENT

ROAD LINE

APPROXIMATE PROPERTY LINE

PROPERTY LINE

PIPE OR ROD FOUND

REBAR SET AND CAPPED PLS #2376

LEGEND

OVERHEAD UTILITIES

POSSIBLE HISTORIC LINE

SANITARY SEWER STRUCTURE

JERAMIAH J. RAITT                               PLS #2376

TO: MAINE BLUE SHELLFISH, INC.

TO THE BEST OF MY KNOWLEDGE THIS SURVEY

CONFORMS TO THE MAINE BOARD OF LICENSURE FOR

LAND SURVEYORS STANDARDS WITH THE FOLLOWING

EXCEPTIONS:

1) NO SEPARATE REPORT

CERTIFICATION

NOTES
1) "SANDY RIDGE - PHASE I - FINAL PLAN" DATED MAY 24, 1984 BY LARRY SLAUGHTER.

RECORDED IN PLAN BOOK 143, PAGE 18.

2) "REGISTRY PLAN, PHASES II, III AND IV, SANDY RIDGE SUBDIVISION" DATED JANUARY 3,

1989 BY KIMBALL CHASE COMPANY, INC. RECORDED IN PLAN BOOK 177, PAGE 4.

3) "SUBDIVISION PLAN AMENDMENT TO REGISTRY PLAN PHASES II, III AND IV, SANDY

RIDGE SUBDIVISION" DATED JANUARY 10, 1992 BY SITELINES, INC. RECORDED IN PLAN

BOOK 192, PAGE 161.

4) "SUBDIVISION PLAN OF PARCELS OF LAND... FOR WAL-MART STORES, INC." DATED

JANUARY 6, 1992 BY SITELINES, INC. RECORDED IN PLAN BOOK 192, PAGE 160.

5) "PLAN OF STANDARD BOUNDARY SURVEY OF PROPERTIES OF: MCDERMOTT, AUSTIN,

CURRY, BIBBER, WILLIAMS, ET AL" DATED MAY 20, 1993 BY PAUL H. RUOPP JR. RECORDED

IN PLAN BOOK 194, PAGE 62.

6) "AMENDED SUBDIVISION PLAN, WAL-MART STORES, INC." DATED JULY 9, 1993 BY

THAYER ENGINEERING CO. RECORDED IN PLAN BOOK 193, PAGE 299.

7) "LAYOUT OF A PORTION OF SANDY RIDGE ROAD, SANDY RIDGE SUBDIVISION, PHASE II"

DATED JANUARY 19, 1996 BY WRIGHT-PIERCE. RECORDED IN PLAN BOOK 196, PAGE 168.

8) "PLAN OF PROPERTIES... FOR BRUNSWICK COMMERCIAL ASSOCIATES" DATED JUNE 20,

1985 BY WRIGHT-PIERCE. RECORDED IN PLAN BOOK 151, PAGE 10.

9) "STANDARD BOUNDARY SURVEY... LAND OF HARRY C. CROOKER, LAND OF MARION A.

CROOKER" DATED JUNE 8, 1989 BY SHIRLEY F. BEAL. RECORDED IN PLAN BOOK 191, PAGE

22.

10) AN UNRECORDED PLAN, POSSIBLY FOR ALFRED W. THURSTON, DATED CIRCA 1945 BY

WARD E. FLYNN, MENTIONED IN MANY OF THE SOURCE DEEDS FOR THIS SERIES OF LOTS.

NOT RECOVERED BY THIS SURVEYOR.

PLAN REFERENCES
1) OWNER OF RECORD:

 CATHLEEN E. THIBEAULT

REFERENCE DEED DATED AUGUST 5, 2005 RECORDED IN BOOK 23004, PAGE 265. BOOK AND PAGE REFERENCES ARE TO THE CUMBERLAND

COUNTY REGISTRY OF DEEDS.

2) BEARINGS ARE REFERENCED TO THE STATE PLANE COORDINATE SYSTEM OF 1983, MAINE WEST ZONE, AS DERIVED FROM OBSERVATIONS

PERFORMED WITH A LEICA GS14 GNSS RECEIVER PROCESSED IN REAL TIME USING THE MAINE DEPARTMENT OF TRANSPORTATION VRS

SERVICE.

3) ELEVATIONS ARE REFERENCED TO THE NORTH AMERICAN VERTICAL DATUM OF 1988 AS DERIVED FROM OBSERVATIONS PERFORMED WITH

A LEICA GS14 GNSS RECEIVER PROCESSED IN REAL TIME USING THE MAINE DEPARTMENT OF TRANSPORTATION VRS SERVICE.

4) THE SUBJECT PARCEL IS SHOWN IN ZONE C, AREAS OF MINIMAL FLOODING (NO SHADING), AS DEPICTED ON THE FLOOD INSURANCE RATE

MAP FOR THE TOWN OF BRUNSWICK, MAINE WITH COMMUNITY-PANEL NUMBER 230042 0015 B AND AN EFFECTIVE DATE OF JANUARY 3, 1986.

5) THE RIGHT OF WAY LINES OF THOMAS POINT ROAD ARE BASED ON A BEST FIT OF OVER 4000 FEET OF THE CENTERLINE OF THE ROAD AS IT

IS CURRENTLY CONSTRUCTED. BASED ON THIS LOCATION IT APPEARS ALL CURRENTLY DEVELOPED INFRASTRUCTURE, WITH THE EXCEPTION

OF A FEW POLE ANCHORS, FALLS WITHIN A 4 ROD (66 FOOT WIDTH) AS DEFINED IN A LAYOUT ON FILE WITH THE CUMBERLAND COUNTY

COMMISSIONERS IN VOLUME 1, PAGE 69 DATED OCTOBER 6, 1764. SPECIFIC REFERENCE MAY BE MADE TO A CALL OF "S 45° E, 248 (RODS) ON

THE LINE BETWEEN SAMUEL THOMPSON AND ANTHONY COOMBS" WHICH APPEARS TO DESCRIBE THIS LOCATION.

6) THIS LINE IS BASED ON HOLDING A DISTANCE OF 15 RODS FROM THE SOUTHWEST LINE OF THOMAS POINT ROAD AS DESCRIBED IN EARLY

DEEDS. THIS LINE PASSES THROUGH OR VERY NEAR THE LOCATION OF A 1 1/2 INCH IRON PIPE SHOWN ON PLAN REFERENCE 11 NEAR THE

WESTERLY CORNER OF LAND SHOWN OWNED BY DAVID A. MCRATER WHICH WAS CONVEYED OFF THE NORTHWESTERN END OF THE PARENT

TRACT OF THE SUBJECT PARCEL.

7) THERE IS SIGNIFICANT EVIDENCE OF HISTORICAL OCCUPATION IN THIS AREA INCLUDING A DUG WELL AND THE REMAINS OF CONCRETE

PADS FROM VARIOUS STRUCTURES WHICH APPEAR TO HAVE BEEN OCCUPIED BY OWNERS OF THE THIBEAULT PARCEL. AERIAL PHOTOGRAPHY

THROUGH 2009 INDICATES WHAT APPEARS TO BE A FENCE RUNNING THROUGH THIS AREA. IT LOOKS LIKE THESE STRUCTURES WERE

REMOVED SOMETIME BETWEEN 2009 AND 2012.

8) AERIAL PHOTOGRAPHY INDICATES THE PRESENCE OF A GRAVEL DRIVEWAY IN THIS AREA THAT APPEARS TO HAVE BEEN UTILIZED BY

OWNERS OF THE BECKFORD PARCEL UNTIL SOMETIME BETWEEN 2009 AND 2012.

9) THERE ARE DISCREPANCIES IN THIS AREA BETWEEN THE DIMENSIONS IN DEEDS REVIEWED BY THIS SURVEYOR MENTIONING LOTS

CONVEYED BETWEEN 1945 AND 1953 FROM PLAN REFERENCE 10 AND PIPES FOUND WHICH APPEAR TO HAVE MONUMENTED THOSE LOTS. THE

ISSUE IS FURTHER MUDDIED BY THE FACT THERE HAS BEEN SIGNIFICANT DEVELOPMENT NORTHWEST OF THE BECKFORD PARCEL OBSCURING

OR DESTROYING ANY BOUNDARY EVIDENCE IN THOSE AREAS.

SOURCE

SPCS 1983 - ME WEST
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PO BOX 332, LISBON FALLS MAINE 04252
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11) "PLAN OF SHARED EASEMENTS BETWEEN PROPERTIES OF: THEATRICKS, INC., BO-ED,

INC. & MOTEL SERVICE, INC." DATED MARCH 28, 1995 AND RECORDED IN PLAN BOOK 195,

PAGE 161.

12) "PROPERTY OF BOWKER HEIRS" FROM CIRCA 1911. RECORDED IN PLAN BOOK 12,

PAGE 3.

13)  "STANDARD BOUNDARY SURVEY, HARRY C. CROOKER AND MARION A. CROOKER"

DATED APRIL 8, 1988 BY SHIRLEY F. BEAL. RECORDED IN PLAN BOOK 170, PAGE 2.

14) "STANDARD BOUNDARY SURVEY FOR MELROSE ASSOC., INC." DATED SEPTEMBER 14,

1988. RECORDED IN PLAN BOOK 174, PAGE 41.

15) "STANDARD BOUNDARY SURVEY, LAND OF MAINE GRAVEL SERVICES, INC." DATED

OCTOBER 4, 1997. RECORDED IN PLAN BOOK 198, PAGE 46.

16) "PLAN OF BOUNDARY SURVEY OF: PROPERTY OF BO-ED, INC. WORLD GYM PARCEL"

DATED FEBRUARY 26, 2002. RECORDED IN PLAN BOOK 202, PAGE 351.

17) "WORKSHEET MADE FOR THE ESTATE OF VIOLA STINSON" DATED FEBRUARY 20, 2012.

APPARENTLY UNRECORDED.

18) "SURVEY PLAN OF LAND TO BE CONVEYED TO PRIORITY ONE, LLC & PRIORITY TWO,

LLC" DATED NOVEMBER 8, 2016. RECORDED IN PLAN BOOK 217, PAGE 1.

PLAN REFERENCES CONTINUED
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July 15, 2020 

Paul Todesca 
Maine Blue Shellfish, Inc 
60 Thomas Point Road 
Brunswick, Maine 04011 
 
 
Dear Town of Brunswick, 
 
 
This letter is a reference that Maine Blue Shellfish, Inc.  is in good standing with Citizens Bank and 
has the financial viability to execute the cost of the construction project.  Please let me know if you 
have any questions. 
 
 
 
 
 
 
 
 
 
Jeffrey D. Morse 

Vice President 

Relationship Manager II 

Business Banking 

Citizens Bank 

 

 
 

45 Dan Road 

Canton, MA 02021 

 

Cell: 603-682-4586 

jeffrey.morse@citizensbank.com 
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Custom Soil Resource Report
Soil Map
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MAP LEGEND MAP INFORMATION

Area of Interest (AOI)
Area of Interest (AOI)

Soils
Soil Map Unit Polygons

Soil Map Unit Lines

Soil Map Unit Points

Special Point Features
Blowout

Borrow Pit

Clay Spot

Closed Depression

Gravel Pit

Gravelly Spot

Landfill

Lava Flow

Marsh or swamp

Mine or Quarry

Miscellaneous Water

Perennial Water

Rock Outcrop

Saline Spot

Sandy Spot

Severely Eroded Spot

Sinkhole

Slide or Slip

Sodic Spot

Spoil Area

Stony Spot

Very Stony Spot

Wet Spot

Other

Special Line Features

Water Features
Streams and Canals

Transportation
Rails

Interstate Highways

US Routes

Major Roads

Local Roads

Background
Aerial Photography

The soil surveys that comprise your AOI were mapped at 
1:24,000.

Warning: Soil Map may not be valid at this scale.

Enlargement of maps beyond the scale of mapping can cause 
misunderstanding of the detail of mapping and accuracy of soil 
line placement. The maps do not show the small areas of 
contrasting soils that could have been shown at a more detailed 
scale.

Please rely on the bar scale on each map sheet for map 
measurements.

Source of Map: Natural Resources Conservation Service
Web Soil Survey URL: 
Coordinate System: Web Mercator (EPSG:3857)

Maps from the Web Soil Survey are based on the Web Mercator 
projection, which preserves direction and shape but distorts 
distance and area. A projection that preserves area, such as the 
Albers equal-area conic projection, should be used if more 
accurate calculations of distance or area are required.

This product is generated from the USDA-NRCS certified data as 
of the version date(s) listed below.

Soil Survey Area: Cumberland County and Part of Oxford 
County, Maine
Survey Area Data: Version 17, Jun 5, 2020

Soil map units are labeled (as space allows) for map scales 
1:50,000 or larger.

Date(s) aerial images were photographed: Jun 7, 2019—Jul 2, 
2019

The orthophoto or other base map on which the soil lines were 
compiled and digitized probably differs from the background 
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MAP LEGEND MAP INFORMATION

imagery displayed on these maps. As a result, some minor 
shifting of map unit boundaries may be evident.
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Map Unit Legend

Map Unit Symbol Map Unit Name Acres in AOI Percent of AOI

Au Au Gres loamy sand 5.7 20.1%

Md Made land 11.1 39.4%

Sp Sebago mucky peat 0.2 0.7%

Wa Walpole fine sandy loam 7.4 26.2%

WmB Windsor loamy sand, 0 to 8 
percent slopes

3.8 13.6%

Totals for Area of Interest 28.1 100.0%

Map Unit Descriptions
The map units delineated on the detailed soil maps in a soil survey represent the 
soils or miscellaneous areas in the survey area. The map unit descriptions, along 
with the maps, can be used to determine the composition and properties of a unit.

A map unit delineation on a soil map represents an area dominated by one or more 
major kinds of soil or miscellaneous areas. A map unit is identified and named 
according to the taxonomic classification of the dominant soils. Within a taxonomic 
class there are precisely defined limits for the properties of the soils. On the 
landscape, however, the soils are natural phenomena, and they have the 
characteristic variability of all natural phenomena. Thus, the range of some 
observed properties may extend beyond the limits defined for a taxonomic class. 
Areas of soils of a single taxonomic class rarely, if ever, can be mapped without 
including areas of other taxonomic classes. Consequently, every map unit is made 
up of the soils or miscellaneous areas for which it is named and some minor 
components that belong to taxonomic classes other than those of the major soils.

Most minor soils have properties similar to those of the dominant soil or soils in the 
map unit, and thus they do not affect use and management. These are called 
noncontrasting, or similar, components. They may or may not be mentioned in a 
particular map unit description. Other minor components, however, have properties 
and behavioral characteristics divergent enough to affect use or to require different 
management. These are called contrasting, or dissimilar, components. They 
generally are in small areas and could not be mapped separately because of the 
scale used. Some small areas of strongly contrasting soils or miscellaneous areas 
are identified by a special symbol on the maps. If included in the database for a 
given area, the contrasting minor components are identified in the map unit 
descriptions along with some characteristics of each. A few areas of minor 
components may not have been observed, and consequently they are not 
mentioned in the descriptions, especially where the pattern was so complex that it 
was impractical to make enough observations to identify all the soils and 
miscellaneous areas on the landscape.

The presence of minor components in a map unit in no way diminishes the 
usefulness or accuracy of the data. The objective of mapping is not to delineate 

Custom Soil Resource Report

9



pure taxonomic classes but rather to separate the landscape into landforms or 
landform segments that have similar use and management requirements. The 
delineation of such segments on the map provides sufficient information for the 
development of resource plans. If intensive use of small areas is planned, however, 
onsite investigation is needed to define and locate the soils and miscellaneous 
areas.

An identifying symbol precedes the map unit name in the map unit descriptions. 
Each description includes general facts about the unit and gives important soil 
properties and qualities.

Soils that have profiles that are almost alike make up a soil series. Except for 
differences in texture of the surface layer, all the soils of a series have major 
horizons that are similar in composition, thickness, and arrangement.

Soils of one series can differ in texture of the surface layer, slope, stoniness, 
salinity, degree of erosion, and other characteristics that affect their use. On the 
basis of such differences, a soil series is divided into soil phases. Most of the areas 
shown on the detailed soil maps are phases of soil series. The name of a soil phase 
commonly indicates a feature that affects use or management. For example, Alpha 
silt loam, 0 to 2 percent slopes, is a phase of the Alpha series.

Some map units are made up of two or more major soils or miscellaneous areas. 
These map units are complexes, associations, or undifferentiated groups.

A complex consists of two or more soils or miscellaneous areas in such an intricate 
pattern or in such small areas that they cannot be shown separately on the maps. 
The pattern and proportion of the soils or miscellaneous areas are somewhat similar 
in all areas. Alpha-Beta complex, 0 to 6 percent slopes, is an example.

An association is made up of two or more geographically associated soils or 
miscellaneous areas that are shown as one unit on the maps. Because of present 
or anticipated uses of the map units in the survey area, it was not considered 
practical or necessary to map the soils or miscellaneous areas separately. The 
pattern and relative proportion of the soils or miscellaneous areas are somewhat 
similar. Alpha-Beta association, 0 to 2 percent slopes, is an example.

An undifferentiated group is made up of two or more soils or miscellaneous areas 
that could be mapped individually but are mapped as one unit because similar 
interpretations can be made for use and management. The pattern and proportion 
of the soils or miscellaneous areas in a mapped area are not uniform. An area can 
be made up of only one of the major soils or miscellaneous areas, or it can be made 
up of all of them. Alpha and Beta soils, 0 to 2 percent slopes, is an example.

Some surveys include miscellaneous areas. Such areas have little or no soil 
material and support little or no vegetation. Rock outcrop is an example.
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Cumberland County and Part of Oxford County, Maine

Au—Au Gres loamy sand

Map Unit Setting
National map unit symbol: blgr
Elevation: 10 to 2,200 feet
Mean annual precipitation: 29 to 50 inches
Mean annual air temperature: 37 to 46 degrees F
Frost-free period: 70 to 160 days
Farmland classification: Not prime farmland

Map Unit Composition
Au gres and similar soils: 85 percent
Minor components: 15 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Au Gres

Setting
Landform: Outwash plains
Landform position (two-dimensional): Toeslope
Landform position (three-dimensional): Talf
Down-slope shape: Linear
Across-slope shape: Linear
Parent material: Sandy glaciofluvial deposits derived from granite and gneiss

Typical profile
H1 - 0 to 10 inches: loamy sand
H2 - 10 to 32 inches: loamy sand
H3 - 32 to 65 inches: sand

Properties and qualities
Slope: 0 to 3 percent
Depth to restrictive feature: More than 80 inches
Natural drainage class: Poorly drained
Capacity of the most limiting layer to transmit water (Ksat): High (2.00 to 6.00 

in/hr)
Depth to water table: About 0 to 18 inches
Frequency of flooding: None
Frequency of ponding: None
Available water storage in profile: Low (about 3.6 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 4w
Hydrologic Soil Group: A/D
Hydric soil rating: Yes

Minor Components

Saugatuck
Percent of map unit: 6 percent
Landform: Outwash plains
Landform position (two-dimensional): Toeslope
Landform position (three-dimensional): Talf
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Down-slope shape: Linear
Across-slope shape: Linear
Hydric soil rating: Yes

Deerfield
Percent of map unit: 4 percent
Landform: Outwash plains
Landform position (two-dimensional): Toeslope
Landform position (three-dimensional): Rise
Down-slope shape: Convex
Across-slope shape: Convex
Hydric soil rating: No

Scantic
Percent of map unit: 2 percent
Landform: Coastal plains
Landform position (two-dimensional): Toeslope
Landform position (three-dimensional): Dip
Down-slope shape: Concave
Across-slope shape: Concave
Hydric soil rating: Yes

Walpole
Percent of map unit: 2 percent
Landform: Outwash plains
Landform position (two-dimensional): Toeslope
Landform position (three-dimensional): Talf
Down-slope shape: Linear
Across-slope shape: Linear
Hydric soil rating: Yes

Windsor
Percent of map unit: 1 percent
Landform: Outwash plains
Landform position (two-dimensional): Summit
Landform position (three-dimensional): Rise
Down-slope shape: Convex
Across-slope shape: Convex
Hydric soil rating: No

Md—Made land

Map Unit Setting
National map unit symbol: blj8
Elevation: 10 to 1,800 feet
Mean annual precipitation: 30 to 50 inches
Mean annual air temperature: 37 to 46 degrees F
Frost-free period: 90 to 160 days
Farmland classification: Not prime farmland
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Map Unit Composition
Made land: 85 percent
Minor components: 15 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Made Land

Setting
Landform position (two-dimensional): Toeslope
Landform position (three-dimensional): Tread
Down-slope shape: Linear
Across-slope shape: Linear

Typical profile
H1 - 0 to 65 inches: variable

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 8s
Hydric soil rating: No

Minor Components

Buxton
Percent of map unit: 3 percent
Landform: Coastal plains
Landform position (two-dimensional): Toeslope
Landform position (three-dimensional): Tread
Down-slope shape: Linear
Across-slope shape: Linear
Hydric soil rating: No

Scantic
Percent of map unit: 3 percent
Landform: Coastal plains
Landform position (two-dimensional): Toeslope
Landform position (three-dimensional): Tread
Down-slope shape: Concave
Across-slope shape: Concave
Hydric soil rating: Yes

Belgrade
Percent of map unit: 3 percent
Landform: Lakebeds
Landform position (two-dimensional): Toeslope
Landform position (three-dimensional): Tread
Down-slope shape: Linear
Across-slope shape: Linear
Hydric soil rating: No

Deerfield
Percent of map unit: 2 percent
Landform: Outwash terraces
Landform position (two-dimensional): Toeslope
Landform position (three-dimensional): Tread
Down-slope shape: Linear
Across-slope shape: Linear
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Hydric soil rating: No

Au gres
Percent of map unit: 2 percent
Landform: Outwash terraces
Landform position (two-dimensional): Toeslope
Landform position (three-dimensional): Tread
Down-slope shape: Concave
Across-slope shape: Concave
Hydric soil rating: Yes

Hollis
Percent of map unit: 2 percent
Landform: Till plains
Landform position (two-dimensional): Footslope
Landform position (three-dimensional): Rise
Down-slope shape: Convex
Across-slope shape: Convex
Hydric soil rating: No

Sp—Sebago mucky peat

Map Unit Setting
National map unit symbol: blk0
Elevation: 0 to 2,500 feet
Mean annual precipitation: 28 to 55 inches
Mean annual air temperature: 37 to 52 degrees F
Frost-free period: 80 to 195 days
Farmland classification: Not prime farmland

Map Unit Composition
Sebago and similar soils: 85 percent
Minor components: 15 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Sebago

Setting
Landform: Bogs
Landform position (two-dimensional): Toeslope
Landform position (three-dimensional): Talf
Down-slope shape: Linear
Across-slope shape: Linear
Parent material: Organic material

Typical profile
Oe - 0 to 36 inches: mucky peat
Oi - 36 to 65 inches: mucky peat

Properties and qualities
Slope: 0 to 1 percent
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